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Product Discontinuation 
Notices October 1, 2009 

 Counters No. 2009260E 
 

Discontinuation Notice of Counter  
Partial of model CSKE-[][] 

 
 

Product Discontinuation 
Counters 

 
CSKE-[]F (all specifications) 
CSKE-[][] (all specification 

except for 24-VDC) 
 

 
Recommended Replacement 

 
 

CSKE-[][] (24-VDC) 

 
    
 
 
 
 

- The products are integrated into the models of 24-VDC specification.  
- The production of all models of CSKE-[]F will be stopped. 

 
 
 
 

Model Body 
Color 

Dimen
sions 

Wire 
connection 

Mounting 
Dimensions

Charact
eristics 

Operation 
ratings 

Operation 
methods 

CSKE-[][] ** -- * -- -- ** ** 

**  : Fully compatible 
*  : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 

 
 

Discontinuation date : The end of March, 2010 

Caution on recommended replacement 

Difference from discontinued product 
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Product discontinuation Recommended replacement 
CSKE-6F DC12 CSKE-6Y DC24 
CSKE-6F DC100 CSKE-6Y DC24 
CSKE-6F AC24 CSKE-6Y DC24 
CSKE-6R DC12 CSKE-6R DC24 
CSKE-6R AC100 CSKE-6R DC24 
CSKE-6RL DC12 CSKE-6RL DC24 
CSKE-6RL AC100 CSKE-6RL DC24 
CSKE-6Y DC6 CSKE-6Y DC24 
CSKE-6Y DC12 CSKE-6Y DC24 
CSKE-6Y DC100 CSKE-6Y DC24 
CSKE-6Y AC100 CSKE-6Y DC24 
CSKE-7F DC12 CSKE-7Y DC24 
CSKE-7F DC24 CSKE-7Y DC24 
CSKE-7F AC100 CSKE-7Y DC24 
CSKE-7R AC100 CSKE-7R DC24 
CSKE-7RL DC100 CSKE-7RL DC24 
CSKE-7RL AC100 CSKE-7RL DC24 
CSKE-7Y DC12 CSKE-7Y DC24 
CSKE-7Y AC100 CSKE-7Y DC24 

 
 
  
 

Product discontinuation 
CSKE-[]F 

Recommendable replacement 
CSKE-[]Y 

 

           

Lead wire 
UL1007, AWG22 
(250mm long) 

2-3.5dia.

Screw hole for front mounting 
2-M3 (P=0.5, Permissible depth 3 mm) 

Screw hole for front mounting 
2-M3 (P=0.5, Permissible depth 3 mm) 

Mounting holes

 

 
 

  

Lead wire 
UL1007, AWG22 
(250mm long) 

2-M3 (P=0.5, Permissible depth 2.8 mm)

Mounting holes

 

Dimensions 

Product Discontinuation and recommended replacement 
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Product discontinuation 
CSKE-[]F (all specifications) 

CSKE-[][] (all specifications except for 24-VDC) 

Recommendable replacement 
CSKE-[][] (24-VDC) 

Model Rated Voltage Frequency Model Rated Voltage Frequency 
CSKE-6F DC12 12 VDC * 
CSKE-6F DC100 100 VDC * 
CSKE-6F AC24 24 VAC 50/60 Hz 
CSKE-6Y DC6 6 VDC * 
CSKE-6Y DC12 12 VDC * 
CSKE-6Y DC100 100 VDC * 
CSKE-6Y AC100 100 VAC 50/60 Hz 

CSKE-6Y DC24 

CSKE-6R DC12 12 VDC * 
CSKE-6R AC100 100 VAC 50/60 Hz CSKE-6R DC24 

CSKE-6RL DC12 12 VDC * 
CSKE-6RL AC100 100 VAC 50/60 Hz CSKE-6RL DC24 

CSKE-7F DC12 12 VDC * 
CSKE-7F DC24 24 VDC * 
CSKE-7F AC100 100 VAC 50/60 Hz 
CSKE-7Y DC12 12 VDC * 
CSKE-7Y AC100 100 VAC 50/60 Hz 

CSKE-7Y DC24 

CSKE-7R AC100 100 VAC 50/60 Hz CSKE-7R DC24 
CSKE-7RL DC100 100 VDC * 
CSKE-7RL AC100 100 VAC 50/60 Hz CSKE-7RL DC24 

24 VDC * 

   

*The model can be used with a full-wave ratification power supply with ripple factor in 48 percent or less. 
 
 
 
  
 

For the production model consolidating. 
 
 
 
 

Operation Rating 

Discontinuation Reason 


