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Product Discontinuation 
Notices January 13, 2009 

 Presence Detection Sensors No. 2009026E 
 

Discontinuation Notice of Safety Mat / Mat controller 
D9M series 

 
 

Product Discontinuation 
 

Safety Mat 
 D9M-M series 
 
Mat Controller 
 D9M-CD1 
 
Trim 
 D9M-T series 

 

 
Recommended Replacement 

 
Safety Mat 
 UM(Y)M5 series 
 
Mat Controller 
 MC3 
 
Trim 
 UM series 

 
 
    
 
 
 
 

 
Because D9M series does not have any compatibility with UM series, please replace the mat, the 
controller and other accessories like trim in sets. 

 
 
 

Model Body 
Color Dimensions Wire 

connection 
Mounting 

Dimensions Characteristics Operation 
ratings 

Operation 
methods

UM series 
(safety mat) * * * * * * * 

MC3 (Mat) -- -- -- -- * * * 

UM series 
(Trim) * * * * * * * 

 

 ** : Fully compatible  
 * : The change is a little/Almost compatible 
 -- : Not compatible 
 - : No corresponding specification 

 
 

Discontinuation date : The end of December, 2009 

Caution on recommended replacement 

Difference from discontinued product 
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Safety Mat 

Recommended replacement: Product 
Discontinuation 
(Product Code) 

Mat Size (mm)  Yellow Color Mat 
(Product Code) 

Black color mat 
(Product Code) 

D9M-M1010 
(D9MM0001D) 500 × 500 UMYM5-0500-0500 

(UMMT6021F) 
UMM5-0500-0500 
(UMMT6005D) 

D9M-M1510 
(D9MM0002B) 750 × 500 UMYM5-0750-0500 

(UMMT6025R) 
UMM5-0750-0500 
(UMMT6009G) 

D9M-M2010 
(D9MM0003M) 1000 × 500 UMYM5-1000-0500 

(UMMT6028C) 
UMM5-1000-0500 
(UMMT6012G) 

D9M-M1515 
(D9MM0004R) 750 × 750 UMYM5-0750-0750 

(UMMT6026G) 
UMM5-0750-0750 
(UMMT6010M) 

D9M-M1030 
(D9MM0005G) 500 × 1500 UMYM5-0500-1500 

(UMMT6022D) 
UMM5-0500-1500 
(UMMT6006B) 

D9M-M2015 
(D9MM0006E) 1000 × 750 UMYM5-1000-0750 

(UMMT6029A) 
UMM5-1000-0750 
(UMMT6013E) 

D9M-M2020 
(D9MM0007C) 1000 × 1000 UMYM5-1000-1000 

(UMMT6030E) 
UMM5-1000-1000 
(UMMT6014C) 

D9M-M1530 
(D9MM0008A) 750 × 1500 UMYM5-0750-1500 

(UMMT6027E) 
UMM5-0750-1500 
(UMMT6011R) 

D9M-M2025 
(D9MM0009M) 1000 × 1250 UMYM5-1000-1250 

(UMMT6031C) 
UMM5-1000-1250 
(UMMT6015A) 

D9M-M2030 
(D9MM0010C) 1000 × 1500 UMYM5-1000-1500 

(UMMT6032A) 
UMM5-1000-1500 
(UMMT6016M) 

 
Mat Controller 

Product Discontinuation 
(Product Code) 

Recommended replacement: 
(Product Code) 

D9M-CD1 
(D9MC0001M) 

MC3 
(UMMT6033M) 

 

Product Discontinuation and recommended replacement 
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Trim 
Product 

Discontinuation 
(Product Code) 

Name 
Recommended 
replacement: 

(Product Code) 
Name 

D9M-T3210 
(D9MT0001M) Perimeter Trim (2m) UMAL 

(UMMT6034H) 
Aluminum Ramp Trim 
(2.44m) 

UMJS4 
(UMMT6037B) Joining Trim (1.22m)  

D9M-T3420 
(D9MT0004D) Uniting Trim (4 m) 

UMJS8 
(UMMT6038M) Joining Trim (2.44m) 

UMRT4 
(UMMT6035F) 

Ramp Trim with Yellow 
PVC Cover (1.22m) D9M-T3311 

(D9MT0003F) 
Perimeter Trim with 
Cable Trunk (3.5 m) UMRT8 

(UMMT6036D) 
Ramp Trim with Yellow 
PVC Cover (2.44m) 

D9M-T3012 
(D9MT0005B) External Corner Trim 

D9M-T3014 
(D9MT0007R) 

External Corner Trim 
with Cable Trunk 

UMOC 
(UMMT6040B) Molded Outside Corner 

D9M-T3013 
(D9MT0006M) Internal Corner Trim 

D9M-T3015 
(D9MT0008G) 

Internal Corner Trim 
with Cable Trunk 

UMIC 
(UMMT6041M) Molded Inside Corner 

 
 
 

Product discontinuation Recommended replacement 
 

1.  Mat controller: Red 
2.  Safety Mat: Yellow 
3.  Trim (Perimeter): Silver 
 Trim (Uniting): Yellow  
 Trim (Corner): Silver  

 

1.  Mat controller: Light Gray 
2.  Safety Mat: Yellow or Black 
3.  Aluminum Trim : Silver 
 Joining Trim: Sliver and Yellow 
 Ramp Trim: Silver and Yellow 
 Corner: Silver and Yellow 
 

 

Body color 
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Product discontinuation 
D9M 

Recommended replacement 
MC3 / UM 

 
Mat controller: H73×W152×D120 mm 

 
152

73

120

A1 NC RESETIND 1 2 MC Y1 Y3 Y5 NC NC 13 23 31

A2 PE RESETIND 3 4 MC Y2 Y4 Y6 NC NC 14 24 32

 
 

 
Mat controller: H84×W55×D110 mm 

 

110

84 75

55 15.3
98

38

61.2

 
 
*Please refer to the catalog for Safety Mat 
 and Trim. 

 
 
 
 

Product discontinuation 
D9M 

Recommended replacement 
MC3 / UM 

 
Mat controller: 
 

A1 NC RESET IND 1 2 MC Y1 Y3 Y5 NC NC 13 23 31

A2 PE RESET IND 3 4 MC Y2 Y4 Y6 NC NC 14 24 32

 
 
 
 
Safety Mat: 4 wire system 
 

 

 
Mat controller: 
 

Y2

13 14 23 24 31 32 41 42

Y1 X1 X2 M11 M12 M21 M22

Stop Run Mat Clear

 
 
Safety Mat: 4 wire system 
 
*Please refer to the catalog for details of the 
 wiring connection. 

 
 

Dimensions 

Wire Connection 
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Product discontinuation 
D9M 

Recommended replacement 
MC3 / UM 

 
Mat controller: DIN rail only. 

 
 

 
Mat controller: DIN rail / Screw mount 
* Mounting Hole Dimensions: 38×61.2 mm 
 

61.2

38

 
 
*Please refer to the Manual for Safety Mat 
 and Trim. 

 
 
 
  

Product discontinuation 
D9M 

Recommended replacement 
MC3 / UM 

 

Mat controller: 
Ratings 
- Power supply voltage:  

110V/230VAC,  24VAC/DC 
- Operating voltage range:  

85% to 110% of  rated power supply voltage
- Power consumption: AC 9VA max. DC 6W max. 
- Rated load: 250VAC 4A / 30VDC 4A 

 
Characteristics 
- Operating time: 35ms max. 
- Ambient operating temperature: -10 to +45°C 
- Ambient operating humidity: 35% to 85%RH 
- Degree of protection: IP20 

 
Safety Mat: 

Characteristics 
- Min. detection weight: 35kg 
- Ambient operating temperature: -10 to +55°C 
- Degree of protection: IP67 
- Max. permissible connected area: 100m2 
- Weight (per m2): Approx. 24kg 

 

Mat controller: 
Ratings 
- Power supply voltage: 24VDC 
 
- Operating voltage range:  

85% to 115% of  rated power supply voltage 
- Power consumption: 3W max. 
- Rated load: 250VAC 6A / 24VDC 6A 

 
Characteristics 
- Operating time: 30ms max. 
- Ambient operating temperature: 0 to +55°C 
- Ambient operating humidity: 0% to 90%RH 
- Degree of protection: IP20 

 
Safety Mat: 

Characteristics 
- Min. detection weight: 30kg 
- Ambient operating temperature: -37 to +66°C 
- Degree of protection: IP67 
- Max. permissible connected area: 27.9m2 
- Weight (per m2): Approx. 28kg 
 

*Please refer to the catalog for details of the 
 Rating and Characteristics. 
 

 

Mounting dimensions 

Characteristics 
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Product discontinuation 
D9M 

Recommended replacement  
MC3 / UM 

Pressure-sensitive protective devices (ISO13856-1) Pressure-sensitive protective devices (ISO13856-1) 
 
 
  

Product discontinuation 
D9M-T3311 

Recommended replacement 
UMRT Series 

 
Need to fix with for both the base and the 
cover. 
 
 

Add 95mm for each
channel perimeter trim

No.6 x 3/8in self trapping screw
(not supplied)

 
 

 
Need to fix the base with an anchor bolt. 
Cover can be fixed by snap. (Screw cramping 
not necessary) 
 

Aluminum Base

PVC Trim Cover

 
 

 
 
  

Product discontinuation 
D9M 

Recommended replacement  
MC3 / UM 

 

Accessories: None 
 

Accessories: 
UMDB-6 --- Distribution BOX 
UM-Y-2-1 --- Y Connector 
UMPMC --- Panel-mount Connector 
UMEC-03 --- Extension cable (3m) 
UMEC-05 --- Extension cable (5m) 
UMEC-10 --- Extension cable (10m) 
UMEC-15 --- Extension cable (15m) 
 

 

Operation ratings / Operation methods 

Trim Instauration 

Additional items / Accessories 


